$ NAPOLEON - ¢ NAPOLEON

ENVIROI\EMENT FRIENDLY o= ADVANCED HEAT
AIR CONDITIONER L EXCHANGE SYSTEM

WIDE-ANGLE AIR FLOW ( GENERATION C-SHAPED
Q EVAPORATOR

Distributors of Air-Conditioners e
Phone: 0091-22-28651292/93 | Fax 0091-22-28651292 | Mob: +91 9321431187
E mail: meet_gala@yahoo.co.in / meetrefrigeration@yahoo.com CATALOGUE

- o AIR CONDITIONERS 2020
Shop No.22, A/4 Khajuria Nagar, Khajuria Tank Road,

Kandivali (West), Mumbai-400 067.
INDIA




ADVANCED TECHNIQUE

Generation C-Shaped Evaporator

Evaporator

Meet Refrigeration adopts the third generation shape-c arc-evaporator,
which utilizes the air-driving flow theory. Smooth outer and inner faces
of the Evaporator can guarantee a well-proportioned distance and fluent
airflow between indoor crossflow fan and heat exchanger, thus avoids
the whirl of airflow and reduces the working structure, the C model
increases the heat exchanging area by 15-30% and raises the heating
and cooling speed by 12-25% in the same efficient space.

Cold Plasma
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C-shaped

Cold Plasma

Cold Plasma is a device that ionizers the airby positive and
negative high voltage electrodes simulteaneously. Through
air ionization, it can reduce dust, relieve stress and improve
immunity doubly.

0.5w Standby
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0.5w Standby

Energy-saving technology,cut energy consumption to 0.5W
when standby.
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DC INVERTER QC 3 STAR

Technical Specifications for DC Inverter 3 Star
Model NAP12TST1/F2C NAP18CR53/F2C | NAP24TST1/F2C
Panel Qc Qc QC
Power supply Ph-V-Hz| 220V-240V~, 50Hz | 220V-240V~, 50Hz | 220V-240V~, 50Hz
Cooling Capacity BTU 12000 18000 24000
Cooling Capacity W 3223 4981 6153
Cooling Power Input w 1070 1750 2050
Rated Current A 4.9 7.9 9.5
EER W/W 3.00 2.85 3.00
ISEER 3.93 3.80 3.95
Moisture removal L’h 1.2 1.7 2.2
Evaporator.Number of rows 2 2 2 DC INVERTER QC 5 STAR
Evaporator. Tube outside dia.and type mm | 96.35 Innegroove tube | 7 Innegroove tube | 7 Innegroove tube
Evaporator.Coil length x height x width mm 612*280*22.6 700X336X25.4 778*315*25.4
Indoor air flow m3/h 550 850 1200
Noise level dB(A) 42 45 49
Unit qimensiorl (W*H*D) Indoor Unit mm 790x206%274 900X224X291 1025x240%320 Tech for DC Inverter AC 5 Star
Pa.cklng (W*H*D) mm 860%265x330 970%x290x%345 1105%315x405 Model NAP12SRQC/Y4B NAP18SRQC/YSB
Noise level dB(A) 52 54 57 Panl ac ac
Unit dimension (W*H*D) Outdoor Unit mm 780*542*256 780*542*256 860*720*320
- Power supply Ph-V-Hz 220V-240V~, 50Hz 220V-240V~, 50Hz
Packing (W*H*D) mm 900*600*340 900*600*340 1015*775*445 - -
5 Cooling Capacity BTU 12000 18000
Refrigerant type R410A R410A R410A - -
- Cooling Capacity W 3500 5250
max suction pressure Mpa 1.15 1.15 1.15 Cooling Power Input ™ 360 1415
max discharge pressure Mpa 4.15 4.15 4.15
Rated Current A 3.82 6.28
EER W/W 4.07 3.71
ISEER 4.60 4.60
Moisture removal L/h 1.3 1.8
Evaporator.Number of rows 2 2
Evaporator. Tube outside dia.and type mm @7 INNEGROOVE TUBE | ¢7 INNEGROOVE TUBE
Evaporator.Coil length x height x width mm 700X336X25.4 778X357X25.4
Indoor air flow m3/h 750 1000
Noise level dB(A) 44 47
Unit dimension (W*H*D) Indoor Unit mm 900X224X291 1025x240%320
Packing (W*H*D) mm 970%290%345 1105%315x405
Noise leyy dB(A) 52 56
Unit ghﬁension (W*H*D) Outdoor Unit mm 780*542*256 860*720*320
P;&ing (W*H*D) mm 900*600*340 1015*775*445
Refrigerant type R410A R410A
max suction pressure Mpa 1.15 1.15
max discharge pressure Mpa 4.15 4.15

OC PANEL 2 STAR

Model /OC NAP18B53/0C NAP24C53/0C

Panel oC oC oC

Power supply Ph-V-Hz 220-240V/50HZ 220-240V/50HZ 220-240V/50HZ

Cooling Capacity BTU 12000 18000 24000

Cooling Capacity W 3520 5280 7050

Cooling Power Input W 1067 1600 2136

Rated Current A 4.8 7.3 9.7

ISEER W/W 3.34 3.36 3.37

Moisture removal L/h 1.2 1.8 2.2 OC PAN EL 3 STAR

Max. input consumption w 1419 2128 2841

Max. current A 6.6 10.0 13.3

Indoor Motor speed (TU/Hi/Mi/Lo) RPM 1320 1150 1280

Evaporator. Tube outside dia.and type mm 6.35 7 7

Indoor Coil length x height x width mm 612x280x22.6 778x357x25.4 778x357x25.4

Indoor air flow m3/h | 550/500/450/400 | 1200/1050/900/800 | 1200/1050/900/800 Technical Specifications for Fix Speed 3 Star

Noise level dB(A) 42/40/38/36 46/43/40/37 46/43/40/37 Model NAP12D53/11M6 | NAP18E53/11M6 | NAP24F63/11CC

Unit dimension (W*H*D)Indoor Unit mm 790%x200%270 1025*320*235 1025*320*235 Panel OoC OoC oC

Packing (W*H*D) mm 870*265*335 1105*315*405 1105*315*405 Power supply Ph-V-Hz 220-240V/50HZ 220-240V/50HZ 220-240V/50HZ

Outdoor fan motor speed Rpm 880 850 880 Cooling Capacity BTU 12000 18000 24000

Condenser No.of rows 2 2 2 Cooling Capacity W 3520 5280 7050

Cond.Tube outside dia.and type mm 7 ©7.94 7 Cooling Power Input W 1006 1509 2014

Cond.Coil length x height x width mm 751/721x484x38.1 745/715x528x38.1 914/884x660x38.1 Rated Current A 4.6 6.9 9.2

Noise level dB(A) 52 54 56 ISEER W/W 3.63 3.68 3.58

Unit dimension (W*H*D) Outdoor Unit mm 780*542*271 782*580*287 860*720*320 Moisture removal L/h 1.2 1.8 2.2

Packing (W*H*D) mm 900*600*340 905*640*365 1015*775*445 Max. input consumption W 1338 2007 2679

Refrigerant type R410A R410A R410A Max. current A 6.3 9.4 12.6
Indoor Motor speed (TU/Hi/Mi/Lo) RPM 1200 1150 1280
Evaporator.Tube outside dia.and type mm o7 [ord 7
Evaporator.Coil length x height x width mm 700x336x25.4 778x315x25.4 778x357x25.4
Indoor air flow m3/h 820/720/620/520 | 1200/1050/900/800| 1200/1050/900/800
Noise level dB(A) 44/41/38/35 46/43/40/37 46/43/40/37
Unit dimension (W*H*D) Indoor Unit mm 900*220*291 1025*320*235 1025*320*235
Packing (W*H*D) mm 970*290*345 1105*315*405 1105*315*405
Outdoor Motor speed Rpm 880 880 850
Condenser No.of rows 2 2 2
Cond.Tube outside dia.and type mm o5 7 7
Cond.Coil length x height x width mm 761/742x507x23.14 | 915/893x672x25.4 | 966/936x748x38.1
Noise level dB(A) 52 56 60
Unit dimension (W*H*D) Outdoor Unit mm 780*542*271 860*720*320 920*810*340
Packing (W*H*D) mm 900*600*340 1015*775*445 1067*880*456
Refrigerant type R410A R410A R410A
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FLOOR
STANDING

20m long distance air
supplying

GNAPOLEON

4D airflow

Touch control

Child lock

DC INVERTER QC 3 STAR /5 STAR
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